
Applicator Gun

Type of
Substrate Steel

Total
Board Thickness Screw Type

0.9 - 3mm up to 16mm EMF1 4.8 x 45mm

0.9 - 3mm up to 24mm EMF2 4.8 x 66mm

Euroform Fixings
Three layer polypropylene film laminate

with self-adhesive coating

Reaction to fire EN 13501-1 Class B,s1d0

Water vapour resistance 0.039m

Water penetration Class W1

Air tightness       0.01m3/m2.h.50pa

Roll length 50M

Tape width 50mm

Versatape Joint Tape
Compatible with the Euroform building board range 
where a none fire retardant air tight breathable tape is 
required to help reduce the air leakage of a building.

Versaseal®
A one part, emulsion acrylic based, intumescent sealant 
that gives a firm yet flexible seal to joints.
Grey or White  
(dependant on whether using Versapanel® or Versaliner®)

Accessories for use with the
Euroform range of Sheathing Panels

Accessories Sheet

IMPORTANT: Directions for use are given for guidance only and are 
not intended to form part of any contract. They should be varied or 
adapted to suit your particular materials or conditions of use. It is 
strongly recommended that prospective users test a sample of 
the product under their own conditions to satisfy themselves of its 
suitability for the intended purpose. For the Pre Completion Testing 
route to compliance with the Building Regulations Euroform may 
provide site test evidence (where available) concerning the use 
of their product in a similar overall construction. Test evidence of 
a product passing minimum standards in one construction is not a 
warranty or specification that the same product will meet the desired 
acoustic performance level in any other building.  Such evidence can 
only be considered indicative and should not be relied upon.Issue 4 - 06/2019 JW
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www.PerformanceTechnologyGroup.com


